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From its origins in 1989 Trax has become one the 
world’s foremost balance weight manufacturers. 
Leaders in innovation and design, the company 
continues to develop new ideas in working with 
Original Equipment companies and to bring these 
advantages to the aftermarkets it serves.

Original Equipment (OE)

Trax understands the complexity 
associated with the   tting of wheel 
balance weights and, based on our 
knowledge and experience, the 
company has continued to grow with 
demand for its product expertise. 
Unlike other major balance weight 
manufacturers in Europe, Japan and 
the USA, Trax has not had the 
advantage of a national car industry 
with which to develop its products - the 
company has therefore consistently 
needed to work harder and smarter, 
introducing new thinking into balance 
weight materials and design.

Trax developments have included 
being the   rst European company to 
offer lead-free clip-on weights and the 
invention of the “cam backed” weight 
for higher retention and universal   t. 
More recently the Trax has 
developed clip-on weights for car 
companies that offer a “no damage” 
option on weight   tment to alloy rims. 

Trax has pioneered the use of steel as 
a better technical and typically lower 
cost solution for lead-free adhesive 
weights. Trax supplies steel adhesive 
weights to a number of OE companies. 
Steel is seen as a preferred mate-
rial due to its abundance and ease of 
recycleability

Trax has a wide range of problem 
solving and consultancy skills in 
product design and the manufacture of 
wheel balance weights. This has also 
led the company to design and build its 
own die-casting machines.

Trax is now  recognised as a leader in 
balance weight design and innovation.

The highly successful cam-backed Trax 
series 200 universal weight for steel wheels

200C



Aftermarkets

The success of the Trax brand across 
European markets has been the 
development of its universal weights 
for steel and alloy rims. What mass 
markets require are fewer weights and 
UNIVERSAL weights. The Trax 
branded green and black boxes 
reassure customers that they are 
using weights from a reliable and 
quality source – important when there 
are many weights on the market which 
do not perform. Trax weights are 
recognised as being amongst the best 
available on the market offering 
excellent universal design with high 
levels of consistency available through 
OE developed quality systems.

As one of Europe’s largest weight 
manufacturers and aftermarket 
suppliers, the company serves large 
and small customers with a wide range 
of quality weights. 

A private label facility is available

The company  pioneered the sale of 
uncoated zinc balance weights for 
steel rims advising customers from 
the   rst introduction of zinc lead-free 
weights in 2005 that the additional 
cost of coating for such a requirement 
was not essential. Such has been 
the customer response that now in 
most European markets over 80% of 
weights sold for steel wheels by Trax 
are uncoated. Both coated and 
uncoated weights are available.

Trax recommends the use of coated 
weights for alloy rim clip-on weights. 
However for steel wheels where the 
cosmetic appearance is not usually 
necessary, the lower cost uncoated 
weights can be used. The weight 
needs to last for the life of the tyre and 
not the life of the car. The customer 
has been offered a choice as to what 
is available, either coated or uncoated 
weights – depending on customer 
requirements. Trax sells universal 
clip-on weights for steel and alloy rims 
both coated and uncoated as required 
by the market.

670C
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For steel wheels (ZINC)

Series 200  Universal CAM-BACKED weight

The unique cam-backed design helps to 
optimise the weight retention over a wide 
variety of steel wheel shapes and sizes.

Universal   tment –   ts most steel wheels
2 cam design for good weight retention 
(see picture). Slimline shape for wheel trim 
clearance

Sizes: 5/60g 
Box quantities: 5/30g  100pcs/box  35/60g 
50pcs/box

Series 200C  Universal plastic coated

As series 200 but with added plastic coated 
corrosion protection to OE standards. 

Approved by Renault and Volvo. 

Sizes: 5/60g 
Box quantities: 5/30g  100pcs/box 35/60g 
50pcs/box

Series 222C  Thin section steel wheels (Original Equipment Ford)

Approved by Ford for use on modern thin 
section wheel rims the series 222C gives 
the highest levels of retention available 
for steel wheels. The weight is designed 
to   t steel wheels typically down to 1.5mm 
thickness. On-car testing by Ford has 
shown the weight to offer levels of 
retention superior to other manufacturer’s 
designs.

Plastic coated to OE standards.

Sizes: 5/60g 
Box quantities: 5/30g 100pcs/box  35/60g 
50pcs/box

Series 840C  Heavy duty steel wheels (vehicles up to 3.5 tonnes)

This weight is designed to   t heavy duty 
steel rims as found on light trucks up to 3.5 
tonnes (eg Ford Transit, MB Sprinter, 
Renault Traf  c, VW Transporter). The 
weight is plastic coated to OE 
standards.

Sizes: 5/10/15/20/25/30/35/40/45/50/55/60/70/
80/90g 
25 weights per box



CAM-BACKED w eights: 
The bene• ts

Cam-backed weights are designed 
to give high levels of grip to ensure 
no movement on heavy braking 
which can cause imbalance.

without cam-back

with cam-back

1. SAFETY The top 
cam increases the force 
required to remove the 
weight which ensures it 
will not fall away from the 
rim.

2. SLIMLINE The slimline 
shape allows good 
clearance for wheel trims.

3. RETENTION The 
bottom cam forces the 
weight body away from 
the rim thereby 
opening the spring 
clip and signi  cantly 
increasing retention. 
This increased retention 
ensures no movement of 
the weight on thin section 
rims which can cause 
imbalance.
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Series 200 - showing the back and top cam



For alloy wheels (ZINC)

Series 324C  High retention cam-backed (Original Equipment Ford)

As approved by Ford for high levels of 
retention on alloy wheels. The cam on the 
back of the weight opens the clip for 
signi  cantly higher levels of grip to ensure the 
weight does not move on heavy braking. The 
weight is plastic coated to OE standards.

Sizes: 5/60g 
Box quantities: 5/30g 100pcs/box  35/60g 50pcs/
box

Series 326C  Universal weight for alloy wheels (plastic coated)

Universal for alloy wheels, this weight is 
designed to   t most European cars including, 
VW, Vauxhall-Opel, Ford (324C preferred), 
BMW, Renault, Peugeot, Fiat, Skoda, Seat, 
Volvo, Rover, MB. Plastic coated to car 
companies standards with a good silver 
colour match to alloy wheels. Approved by 
Volvo & Renault.

Typical European rims are 4.5/6.5mm thick (see 
the “Alloy weight   tment guide”). For heavier 
section rims which can be found on some 
Japanese cars (eg Nissan, Toyota & Honda) weight 
series 340C should be considered.

Sizes: 5/60g 
Box quantities: 5/30g 100 pcs/box  35/60g 50 
pcs/box

Series 326  Universal weight for alloy wheels (uncoated)

The same as series 326C but without 
coating.

Sizes: 5/60g 
Box quantities: 5/30g 100 pcs/box 35/60g 50 
pcs/box

Series 340C  Japanese and heavy section wheels (plastic coated)

This weight has a higher sitting clip to   t 
thicker section wheels which may be found 
on some Japanese cars including Nissan, 
Toyota and Honda. The weight will typically 
  t rims with a height of  6.6/7.5mm (see 
“Alloy weight   tment guide”)

Sizes: 10/50g 
Box quantities: 25 pcs/box 

326C

340C



Series 328C 30g-60g Renault

Designed to   t Renault alloy rims for weights 
30g and over. Below use 326C. Approved by 
Renault OE. 

Sizes: 30/35/40/45/50/55/60g 
Box quantities: 30g 100 pcs/box. 35/60 50 pcs per 
box

Alloy weight • tment gui de
Alloy wheel rim shapes will vary 
signi  cantly in shape, height and depth. 
Each car manufacturer can have 
different alloy rim shapes depending on 
the rim manufacturer. Wide tolerances 
are allowed within ETRTO speci  ca-
tions. 

For guidance only. 

326C Universal weight                       4.5/6.5mm

340C Japanese/heavy section           6.6/7.5mm

Outside these ranges adhesive weights are 
recommended. 

Typical dimen sio n a

326C

340C a

Rim section



Adhesive weights - cars

Why use steel?

Trax has pioneered the use of steel as a material for adhesive 
weights. Being 20% more dense than zinc, steel is the natural choice 
for adhesive weights. This offers a shorter weight and better technical 
solution and is also typically a lower cost material. 

Steel adhesive weights are now used by a number of car 
manufacturers including Volvo, Ford, Land Rover, Renault and 
Toyota.  Almost all Japanese car manufacturers use steel or iron 
adhesive weights as original equipment. Steel is a preferred material 
due to its common use as a material in cars and its ease of 
recyclability. Steel also tends to offer more price stability. 

Series 610C  slimline standard 3.8mm high

An easy to use quality strip weight ideal for gener-
al tyre shop and garage use. Slimline in shape the 
weight has a good level or corrosion resistance to 
meet most requirements.

Sold in boxes of 200 (4 packs of 50 strips)
60g (4x5g 4x10g)
Box weight (200 strips) 12Kg

80 boxes per pallet (16,000 strips). Approx 1 tonne. 

Series 612C  slimline coated 3.8mm high

The same weight as 610C but with additional 
plastic coating for improved colour match and cor-
rosion protection. 

Only available in plain white boxes of 200 strips (see below). 

Packaging quantities as per 610C. 

Packaging

The packaging has been developed with the distributor and user in mind. 

200 strips per box (4 packs of 50), weight 
12kg. 

The box slide slots make the 12Kg 
easy to handle and pick up. 

Series 612C plastic coated is packed in white 
boxes (optional on the 610C). Private labels 
available on both the 610C and 612C

610C

610C

610C 80 boxes per pallet. 16,000 strips. 

612C 612C



Series 6 11C slimline OE 3.8mm high

High quality zinc sacri  cial corrosion to last over 
600 hours (ASTM B117) and high performance 
tape. As used by Ford and Renault. 

60g (4x5g 4x10g)

100 pieces per box 

Series 620C extra slimline 2.8mm high

A shorter and higher (4.8mm) weight used where 
brake calliper clearance is not a problem. Only 
15mm wide, it can also be used as a universal 
weight for motorcycles. Zinc plated with additional 
powder coating for high corrosion resistance. 

50 pieces per box 60g (4x5g 4x10g)

Series 630C standard 4.8mm high  

An extra slimline (2.8mm) high weight where a 
very small calliper clearance is required. Zinc 
plated with additional plastic coating for high 
corrosion resistance. 19mm wide.

50 pieces per box 40g (8x5g)
 

Series 650C  heavy duty OE 6.8mm high (up to 100g)

Approved by Land-Rover and Ford, this weight is 
ideal where larger sizes are required up to 100g. 
Due to its height (6.8mm) the length is short with a 
60g weight only 64mm long. Corrosion protection 
to OE standards with high quality tape. Will   t rim 
sizes from 16” to 22”. 20mm wide.

Size range: 5/100g (in 5g increments)
Packed 25 pieces per box

Series 660C  standard OE 4.8mm high (up to 80g)

Approved by Volvo, height 4.8mm weight width 
15mm. Corrosion protection to OE standards with 
a high quality tape.  

Size range: 5/80g (in 5g increments)
Packed 25 pieces per box

Series 670C  slimline OE 3.8mm high (up to 60g)

Approved by Volvo a slimline weight with corrosion 
protection to OE standards and with high quality 
tape. 20mm wide. 

Size range: 5/60g (in 5g increments)
Packed 25 pieces per box

650C

660C

670C





Clip-on weights 10/40g mixed (100 peices)

Assortment boxes

Useful as a starter pack or for small 
users. An assortment of 100 weights 
10g to 40g. Other assortment boxes 
available - please enquire.

Series   Description       Part no
200  Universal weight for steel wheels uncoated   200-ASS
326C  Universal for alloy wheels coated   326C-ASS
340C  Japanese and thick selection alloy rims, coated   340C-ASS

326C universal alloy weights 5/40g mixed (270 pieces)

Series 326C universal weights for alloy 
wheels. Packed in strong plastic boxes.
  
Other assortment boxes available 
- please enquire. eg. 200/200C/340C/
840C.

5g x 50
10g x 50
15g x 45
20g x 40

25g x 30
30g x 22
35g x 18
40g x 15

650C weights 65/100g mixed (136 pieces) 
heavy duty adhesive weights

As used by Land Rover. To   t rims up to 
23”. Ideal for 4x4 and big wheels where 
large size adhesives are required. 
Height 6.8mm by 20mm wide. The box 
also contains 20off 610C slimline 
adhesive strips. 

65g x 14
70g x 14
75g x 20
80g x 20

85g x 20
90g x 20
95g x 14
100g x 14

For motorcycle assortment box see the following page. 

10g x 20
15g x 25
20g x 20
25g x 15

30g x 10
35g x 5
40g x 5



Adhesive weights - motorcycle

EU legislation 2000/53/EC banned the use of lead as a material for 
balance weights from July 2005 for vehicles up to 3.5 tonnes. Motor-
cycles are exempt from this requirement so lead can still be used if 
required. 

Series 630C  15mm wide strip - 60g steel strip

Used also for passenger cars this dual prupose 
weight can be used as a general purpose adhe-
sive weight for motorcycles. 15mm wide by 4.8mm 
high it is suitable for a wide range of modern 
motorcycle wheels. Plastic coated.

50 pieces per box
60g (4x5g 4x10g)

Series 660C  single piece - 5/30g (steel)

Single piece steel weights with high quality plastic 
coating and adhesive tape. 15mm wide by 4.8mm 
high.

A premium product OE standards. 

25 pieces per box 
Sizes 5/10/15/20/25/30g

Series 950  11mm wide strip - 50g lead strip

A traditional motorcycle lead strip weight 11m wide 
by 7mm high. Cut to the required size.

50 pieces per box

50g (7x5g 6x2.5g)

Motorcycle assortment 660C 5-30g 245 weights

An assortment of 660C motorcycle weights. For 
the highest quality requirement. Packed in plastic 
boxes as per series 650C (see next page). 
Include 20 strips of each series 620C (extra 
slimline) and 630C (standard).  

5g x 50  25g x 25 
10g x 50  30g x 20
15g x 30  40g x 20
20g x 30  60g x 20

660C

660C





Truck weights

EU Directive 2000/53/EC allows the use of lead as a material for bal-
ance weights for vehicles over 3.5 tonnes. 

Series 810C  Tubeless truck (lead)

Fits tubeless truck rims typically over 3.5 tonnes. 
This is a popular weight in use for many years. 
Sizes 50g to 200g are slimline to ensure clearance 
with steering parts which can be a problem on the 
inside of some truck wheels. 

Sizes 50/75/100/150/200/250/300/350/400/500g
10 weights per box

Series 840C  Light truck below 3.5 tonnes (zinc)

This weight is designed to   t heavy duty steel rims 
as found on light trucks up to 3.5 tonnes (eg Ford 
Transit, MB Sprinter, Renault Traf  c, VW Trans-
porter). Plastic coated to OE standards. 

Sizes: 10/15/20/25/30/35/40/45/50/55/60/70/80/90g

Series 850  Truck adhesive weight (lead)

A lead strip for use on truck alloy rims. Available in 
2 sizes 100g and 200g. Cut to size. 

100g 4 x 25g part number 800-100
200g 4 x 50g part number 800-200

Series 790 - Racing weights (Formula 1)

As supplied to Bridgestone for Formula 1 racing. 
A wide and thin lead weight offering good clear-
ance and large surface area for retention. High 
quality tape. 2.5mm wide x 2.8mm high. 

Size: 90g strip (cut to size)
50 strips per box

810





Speci  cations are liable to change without 
notice. The pictures shown and content 
are to be used as a guide only and are not 
guaranteed to represent product shape 
or appearance. Where necessary, please 
enquire for samples before use.

TRAX JH Ltd
66 Mochdre Enterprise Park
Newtown
SY16 4LE UK

Tel: +44 (0) 1686 610169
Fax: +44 (0) 1686 628959 

sales@traxjh.com 
www.traxjh.com


